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Single Fall Geared Trolley; 
*For informational purposes only, contact for dimensional drawing 

 

Dual Fall Geared Trolley; 
*For informational purposes only, contact for dimensional drawing 
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Dimensions (mm) 
Capacity (tonne) Model a b C (Inches) D g h i j k m n q r s u 

1/8 ER2SG001H 345 236 16.3 590 27 107 71 28 112 23.5 152 321 167 152 478 

1/4 ER2SG003S 345 236 16.3 590 27 107 71 28 112 23.5 152 321 167 152 478 

1/2 ER2SG005L 345 236 17 670 27 107 71 28 112 23.5 174 348 191 152 513 

1/2 ER2SG005S 345 236 17 670 27 107 71 28 112 23.5 174 348 191 152 510 

1 ER2SG010L 345 236 18.5 770 31 107 71 28 112 31 192 376 211 152 589 

1 ER2SG010S 345 236 18.5 770 31 107 71 28 112 31 192 376 211 152 589 

1 1/2 ER2SG015S 385 280 22.4 900 34 112 85 34 131 36.5 230 427 241 154 646 

2 ER2SG020L 385 280 25 900 39 112 85 34 131 43.5 230 427 241 154 646 

2 ER2SG020S 385 280 25.6 900 39 112 85 34 131 43.5 230 427 241 154 703 

2 1/2 ER2SG025S 398 324 26.8 890 39 134 100 36 152 43.5 248 445 265 157 736 
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Capacity (tonne) Model a b C (Inches) D g h i j k m n q r s u 

3 ER2SG030S 398 324 33 910 44 134 100 36 152 47.5 230 427 241 157 703 

5 ER2SG050S 401 400 35 910 47 144 118 46 178 56 248 445 265 156 736 
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Specifications 

Capacity 
(tonne) Model 

Standard 
Lift (ft) 

Speed (ft/min) 

Hoist 
Motor 
H.P. 

Headroom 
(in) 

Rated Current 
(amps) 

Load 
Chain 
Code 

Load 
Chain 
Falls 

Ship 
Weight 

(lbs) 

Weight per 
Additional 
5ft of Lift 

(lbs) 
Hoist 
Lifting 

Trolley 
Traversing 220V 440V 575V 

1/8 ER2SG001H 10 55 . 0.75 16.3 3.4 1.7 1.4 KER2043 1 88 1.4 

1/4 ER2SG003S 10 36 . 0.75 16.3 3.4 1.7 1.4 KER2043 1 88 1.4 

1/2 ER2SG005L 10 15 . 0.75 17 3.4 1.7 1.4 KER2060 1 101 2.7 

1/2 ER2SG005S 10 29 . 1.2 17 4.8 2.5 1.8 KER2060 1 110 2.7 

1 ER2SG010L 10 14 . 1.2 18.5 4.8 2.5 1.8 KER2077 1 132 4.5 

1 ER2SG010S 10 28 . 2.4 18.5 8.6 4.2 3.3 KER2077 1 147 4.5 

1 1/2 ER2SG015S 10 18 . 2.4 22.4 8.6 4.2 3.3 KER2102 1 198 8 

2 ER2SG020L 10 14 . 2.4 25 8.6 4.2 3.3 KER2102 1 200 8 

2 ER2SG020S 10 28 . 4.7 25.6 16.4 7.9 6.2 KER2102 1 242 8 
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Capacity 
(tonne) Model 

Standard 
Lift (ft) 

Speed (ft/min) 

Hoist 
Motor 
H.P. 

Headroom 
(in) 

Rated Current 
(amps) 

Load 
Chain 
Code 

Load 
Chain 
Falls 

Ship 
Weight 

(lbs) 

Weight per 
Additional 
5ft of Lift 

(lbs) 
Hoist 
Lifting 

Trolley 
Traversing 220V 440V 575V 

2 1/2 ER2SG025S 10 22 . 4.7 26.8 16.4 7.9 6.2 KER2112 1 282 9.5 

3 ER2SG030S 10 17 . 4.7 33 16.4 7.9 6.2 KER2102 2 295 16 

5 ER2SG050S 10 11.5 . 4.7 35 16.4 7.9 6.2 KER2112 2 414 19 
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