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TCR – Pendant Control – Hook Mount Single Fall 
*For informational purposes only, contact for dimensional drawing 

 

TCR – Pendant Control – Hook Mount Dual Fall 
*For informational purposes only, contact for dimensional drawing 
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Dimensions (mm) 
Capacity (tonne) Model C (in.) a b d e g h i 

1/4 TCR250P 12 287 101 111 175 23 71 79 

1/2 TCR500P 18.2 340 175 175 167 28 124 117 

1 TCR1000P2 20.4 340 185 185 167 28 150 117 

1 TCR1000P 18.3 340 175 175 167 28 150 142 

2 TCR2000P2 21.8 340 193 193 167 28 152 142 

Specifications 

Capacity 
(tonne) Model 

Standard 
Lift (ft) 

Push 
Button L 

(ft) 

Up/Down Speeds 
(90 psi - ft/min) 

Up/Down Air 
Consumption Rates 

(cubic ft/min @ 90 psi) 

Load Chain 
Diameter (mm) x 
Chain Fall Lines 

Net 
Weight 
(Lbs) 

Weight For 
Additional 5ft of 

lift (Lbs) 
w/NO 
Load 

w/Full 
Load w/NO load w/Full load 

1/4 TCR250P 10 6 55/41 27/54 32/25 25/28 4 x 1 19 4 

1/2 TCR500P 10 6 62/43 33/53 60/49 49/57 6.3 x 1 68 4 



 

WWW.GORDONRUSSELL.COM | 1.800.663.1310 TCR Series – Pendant Control – Hook Mount 

Capacity 
(tonne) Model 

Standard 
Lift (ft) 

Push 
Button L 

(ft) 

Up/Down Speeds 
(90 psi - ft/min) 

Up/Down Air 
Consumption Rates 

(cubic ft/min @ 90 psi) 

Load Chain 
Diameter (mm) x 
Chain Fall Lines 

Net 
Weight 
(Lbs) 

Weight For 
Additional 5ft of 

lift (Lbs) 
w/NO 
Load 

w/Full 
Load w/NO load w/Full load 

1 TCR1000P2 10 6 31/21 16/26 60/49 49/57 6.3 x 2 78 8 

1 TCR1000P 10 6 34/21 19/30 60/53 49/60 7.1 x 1 75 5 

2 TCR2000P2 10 6 17/10 10/15 60/53 49/60 7.1 x 2 88 10 
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