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EQS – Suspension Bar Mount 
*For informational purposes only, contact for dimensional drawing 
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Dimensions (mm) 
Capacity (tonne) Model Headroom (C) f a b d e h i g j k 

1/8 EQS001SD 15.6 200.5 416.5 366 231 188 137 127 28 172.5 485 

1/4 EQS003SD 15.6 200.5 416.5 366 231 188 137 127 28 172.5 485 

1/2 EQS005SD 16.1 200.5 416.5 366 231 188 137 127 28 172.5 485 

1 EQS010SD 18.3 236 432 404 244 188 155 142 30.5 183 539 

Specifications 

Capacity 
(tonne) Model 

Standard 
Lift (ft.) 

Pendant 
Cord 

Length L(ft.) 

Hoist 3-Phase 60 Hz 

Load Chain 
Diameter (mm) x 
Chain Fall Lines 

Net 
Weight 

(lbs) 

Weight Per 
Additional 5ft 
of Lift (lbs) 

Lifting Speed (ft/min) 

Output 
(Hp) 

Rated Current 
(amps) 

High Low 

No Load 
High 

Speed 
200-
230v 

415-
460v 

1/8 EQS001SD 10 8.2 56 9.3 72 0.67 5.1 2.8 5.6 x 1 71 2.4 

1/4 EQS003SD 10 8.2 33 5.5 43 0.67 5.1 2.8 5.6 x 1 71 2.4 
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Capacity 
(tonne) Model 

Standard 
Lift (ft.) 

Pendant 
Cord 

Length L(ft.) 

Hoist 3-Phase 60 Hz 

Load Chain 
Diameter (mm) x 
Chain Fall Lines 

Net 
Weight 

(lbs) 

Weight Per 
Additional 5ft 
of Lift (lbs) 

Lifting Speed (ft/min) 

Output 
(Hp) 

Rated Current 
(amps) 

High Low 

No Load 
High 

Speed 
200-
230v 

415-
460v 

1/2 EQS005SD 10 8.2 25 4.2 32 1 6.3 3.3 5.6 x 1 75 2.4 

1 EQS010SD 10 8.2 23 3.8 30 2 10.5 5.5 7.1 x 1 97 3.85 
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